
Note: Motor seals and pump seals must be ordered separately,

For seals with dimensions different to those indicated in tables 53 - 54, contact the MP Filtri Technical and Sales Department.

Seals made of special paper provide the sealing action between the lid of the oil tank and the bell-housing (motor interface) and 

between the bell-housing and the pump flange.

They are available for motors from size 63 rated 0.12 kW, up to size 180 rated 22 kW, and for all gear pumps listed in this catalogue.

Bell-housing        Seals
code code D1 D2 D3 S Hole

LMC 120 GUM P 120 84 100 120 7

LMC 140 GUM P 140 96 115 140 9

LMC 160 GUM P 160 110 130 160 9

LMC 200 GUM P 200 145 165 200 11

LMC 250 GUM P 250 190 215 250 14

LMC 300 GUM P 300 234 265 300 14

LMC 350 GUM P 350 260 300 350 18

Pump Seals 
code code PD A B C H L       S Hole

FS05M GUP P001 22 25.6 66 - 80 48 6.5

FS100 GUP P002 25.4 26.6 72 52.4 87 67 6.5

FS1M0 GUP P003 30 24.5 73 56 85 68 6.5

FS200 GUP P004 36.5 32.5 96 71.5 112 88 8.5

FS300 GUP P005 50.8 43 128 98.5 148 118 10.5

FSZBR GUP P013 32 10.35 40 40 75 62 8.5

FSZFR GUP P014 80 34.5 100 72 118  90 9
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